
     Oil Less  
High Suction Pumps 

The Clements  HiVac high suct ion pump features  advanced o i l -less 
pump technology and has been des igned for  al l  h igh suct ion, h igh 
f low  appl icat ions. Wi th  v i r tual ly no maintenance requi rements  th is 
un i t  represents the u l t imate in  cost  ef fect i ve mobi le suct ion. 

Accurate 
x�Accurate vacuum regulation 
 
Rel iab le 
x�Powerful oil less pump 

x�Virtually maintenance free !! 
 
Excel lent  Per formance 
x�Option of high vacuum with  high 

flow or high vacuum with extremely 
high flow 

x�Quiet vibration free operation 

x�Long life in continuous duty  
applications 

 
Func t ional  
x� Illuminated power switch 

x�Ergonomic and robust pump body 

x�Clear vacuum indication 

x�Can be adapted to suit  disposable   
canister systems  

x�Optional remote footswitch 

 
Safe 
x�Designed to Australian Standards 

x�Shatterproof collection containers 

x�Overflow protection 

x�Bacteria filter at inlet 

x�Hydrophobic shut-off valve filter 

 
Convenient  
x�Readily mobile with large wheels 

x�Controls are conveniently positioned 
and easy to use 

x� Accessory storage compartment 

x� 2 x 2 Litre Collection Containers 
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Oil Less 
High Suction Pumps 

TECHNICAL SPECIFICATIONS FOR HIVAC & HIFLO HIGH SUCTION PUMPS 

Model Catalogue Number SUC84109 SUC84111 

Power Rating 220, 240 V / 50 Hz 220, 240 V / 60 Hz 

Vacuum Range 
Testing to –98 kPa, 

0 to –735 mmHg 
Testing to –98 kPa, 

0 to –735 mmHg 

Flow Rate Testing to 32 lpm minimum at jar Testing to 36 lpm minimum at jar 

Vacuum Regulation Needle valve type  

Vacuum Indicator 
Analogue gauge, Bourdon Tube type 

Dual scale graduated in kPa and mmHg  

Indicator Range 
0 to -100 kPa graduated 5 kPa 

0 to -760 mmHg graduated 20 mmHg  

Pump Type Twin Piston, Oil Free  

Motor Permanent split capacitor  

Filter Disposable 3 micron bacteria filter at inlet  

Collection Containers 
2 x 2 Litre autoclavable, shatterproof, polycarbonate jars 

with self sealing polypropylene bung  

Overflow Protection Float valve mechanism  

Dimensions       Unit: H800mm  W460mm   D305mm 
Packed: H880mm  W470mm   D325mm  

Weight Unit: 16.5 kg 
Packed: 20 kg 

Standards AS 2120.1-1992, AS 3200.1.0-1990, IEC 601.1-1988  

SPARES & ACCESSORIES 

SUC80150 Set of 3 Obstetric Cups, 40mm, 50mm and 60mm with Puller Chain and Valve Assembly 

SUC80297 Yellow Medical Suction Tubing 

SUC80301 2 Litre Collection Jar ( Jar Only) 

SUC80312 2 Litre Collection Jar Complete with Bung Assembly and Overflow Cut Off Valve  

SUC84200033 2 Litre Collection Jar Bung Assembly with Overflow Cut off Valve 

SUC80350 Metal Handpiece with Finger Valve and Rose Nipple 

SUC80404 Disposable Plastic Handpiece 

SUC84100162 Blue Bacteria Filter (Set of 12) 

SUC84100505 Footswitch Kit 

Select from a range of Tubing, Bung Assemblies, Cannulae and Handpieces. 

Distributed By: 

*All specifications are subject to change without notice.  Please check the exact specification when ordering.* 

Proudly designed and manufactured in Australia by: 
 
Clements Medical Equipment Pty. Ltd 
5 Cal Close Somersby NSW 2250 
Australia 
Tel: +61 2 4340 2484 
Fax: +61 2 4340 5121 
Email: sales@clements.net.au 
Website:  www.clements.net.au 

The Clements range of products are renowned worldwide for quality, reliability and durability. 
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